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CMT New Products 2009

Dear Consumer,

We are pleased to introduce our 2009 Product News brochure where you will find new tooling solutions for your woodworking cutting
tool operations.
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Please visit cmtusa.com for future new product updates or contact us directly with any tooling questions.
Enjoy your new CMT tools!

CMT USA, Inc.

Dave McCormack
Sales Manager
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Wainscot/Paneling Bits

Wy s -

This new router bit designed for 3/4” thick stock R5/32"
is perfect for creating wainscots and panels on T

your walls. Simply create a 1/4” tongue-and-

groove interlock with a CMT 800.626.11, then, )
with two passes mill an attractive traditional 3/4
beadboard profile. Perfect for cabinets, bookcase 45°
backings, ceiling and wall paneling.

] 7/32"

Drawing is 1:1 scale

Order No. D_Cutting diameter 1_Cutting length  A_Cutting angle R_Cutting radius
1/2” shank inches mm inches inches inches
861.601.11 15/16 23.8 3/4 45° 5/32
spare parts: 990.423.00 1/2” shield
791.003.00 1/2” bearing
990.058.00 1/8” screw
991.057.00 3/32" hex key
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% Optional (with bearing 85/8” 791.018.00)
Wainscot/Paneling construction

Step 2

Step 1

«(@‘\I‘ = < rasen

with router bits 861.601.11

1-2 step
with router bits 800.626.11 @
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Finger Pull Bit CIAT 9550¢"
5 ) 22) R Y @2

Why interrupt the appearance of an all-wood drawer front or cabinet door with a metal knob or handle? Use a CMT finger pull

bit and make a harmonious wooden handle.
Choose between - a template profile made directly in the wood or a European-style hardwood pull as illustrated below.

T 3/8” @ @
9/16”

e

Drawing is 1:1 scale

D = Order No. D_Cutting diameter T_Joint thickness 1_Cutting length R1_Cutting radius R2_Cutting radius
inches mm inches inches inches inches
3/4 19.05 9/16 3/4 3/32 3/16

y_____
&)@ @

This is a great set to create an economical, attractive and durable edge to
your cabinet doors. Use 1/2” or 1” thick panels in plywood or MDF and create
your own edge banding from the wood of your choice.

Easy to use: just center each cutter on the stock and make the cut; glue
together the two pieces and flush trim it after assembly if necessary. The set
features a 60° tongue & groove for a large surface area for glue.

oy

} /
a7\

v Drawing is 1:1 scale

~=-30°

Order No. D_Cutting diameter 1_Cutting length ~ A_Cutting angle
inches mm inches inches

1-9/16 40 1 30°
spare parts: 990.423.00 1/2” shield
791.018.00 5/8" bearing

990.058.00 1/8” screw
991.057.00 3/32" hex key
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Drawer Lock Bits

W‘ZZJ“‘”J@@ 855.508

The key to success when constructing quality drawers is in the quality of the drawer lock bit you use. With CMT
drawer lock bits you can make strong, perfectly fitting joints quickly and easily. As illustrated below, mill the drawer
front with the inside face-down on the work table. Mill the sides of the drawer with the inside face placed vertical
to the bit and fence, and perpendicular to the table. These bits are to be used on router tables only and are not
to be used on hand-held routers.

Order No. D_Cutting diameter  T_Joint thickness I_Cutting length
1/2” shank inches mm inches inches A
855.508.11 1 25.4 3/8-5/8 1/2 KT]
— D =
_,//
5////
/“///
/\’%
—
= .
1727 5/32”
i ' L

o LE

Drawing is 1:1 scale

Overhang
for drawer stop

DRAWER FRONT

.
532 |

5/32"

5/%2"L

5/32"

ROUTER TABLE ROUTER TABLE
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Ovolo Sash Bits

These bits allow you to make true divided light doors for
fine furniture and cabinets as well as sash bar windows,
and stile and rail constructions. The glazing bar ovolo
bits are bearing-guided to enable curved frames to be
moulded.

Cove bits can be used to produce easy-to-pull drawer
handles.
B ] 1

B2

_—

Order No. D_Cutting diameter 1_Cutting length R_Cutting radius Profile
1/4” shank inches mm inches inches
855.307.11F 7/8 22 3/4 25/64 B
Drawing is 1:1 scale 855.307.11M 7/8 22 3/4 25/64 A
855.308.11F 1-1/8 28 3/4 25/64 ©

spare parts: 990.423.00 1/2” shield
791.003.00 1/2” bearing

Ovolo Sash Bit Set
iy
guided to enable curved frames to be moulded.
1
j A

handles.

=S

R w

Drawing is 1:1 scale

1

—
—
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990.058.00 1/8" screw
991.057.00 3/32” hex key

These bits allow you to make true divided light doors for fine
furniture and cabinets as well as sash bar windows, and stile
and rail constructions. The glazing bar ovolo bits are bearing-

"BORE

Cove bits can be used to produce easy-to-pull drawer

—
%

Order No. D_Cutting diameter 1_Cutting length  R_Cutting radius
ﬂ] inches mm inches inches
‘ 1-1/4 31.7 15/32 1/4

spare parts: 990.423.00 1/2” shield
791.003.00 1/2” bearing

990.058.00 1/8” screw
991.057.00 3/32" hex key

cmiusa.com



new Stile & Panel Router Bits

W\ z2|(ru) @) 8170

These bits can be used for decorative work on solid wood panels and MDF materials. Use them in one pass or in combination with CMT's MDF panel bits for
complex and intricate profiles. A simple approach for an elegant appearance.

Featuring large cutting diameters and available in the most popular profiles, these panel bits guarantee excellent performance on both solid wood panels and

MDF materials. PANEL BITS

870.501.11 870.502.11 870.503.11

STILE BITS
870.101.11 870.504.11
9/16" | 870.501.11
$ R1/2"
T L 5/8" -
>
21/32 870.502.11 i
5/16"
ﬁf 100 | il
L 5/8" f
>

T

17/32 870.503.11
$ R1/4’
R1/87 - 1.11/32 \ j
’ 1-25/32" ‘ \ 870.503.11 7 \W/
. y / \ * 7
N 870.101.11 - . 870.504.11 -~
‘\‘\ - Y~
Order No. Order No. D_Cutting diameter D2_Cutting diameter  1_Cutting length R_Cutting radius A_Cutting angle
1/4” shank 1/2” shank inches mm inches mm inches inches inches
870.101.11 1 25 15/64 6 5/16 1/2
870.501.11 2 50 5/8 16 9/16 1/2
870.502.11 2 50 5/8 16 21/32 10°
870.503.11 1-25/32 45  1-11/32 34 17/32 1/8-1/4 g
870.504.11 1-3/8 35 1/2 12.5 3/8 1/8

cmtusa.com 7



ORANGE
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Use these bits to create a traditional roundover edge on solid surface countertops. Equipped with a non-marring Delrin®
bearing to protect the finished edges. For use on hand-held portable routers.

Solid Surface Rounding Over Bits

|
Sl

R1/8"

R1/4”

R3/8" R1/2"

Drawing is 1:1 scale

Order No. D_Cutting diameter 1_Cutting length R_Cutting radius
inches mm inches inches
3/4 19.05 1/2 1/8
— D = 1 25.4 1/2 1/4
1-1/4 31.75 9/16 3/8
1-1/2 38.1 3/4 1/2
spare parts: 791.044.00 1/2" bearing
990.058.00 1/8” screw

991.057.00 3/32" hex key

T
- EE L)

Create elegant countertops with flawless results. Features a non-marring Delrin® bearing to protect
the finished edges. For use on hand-held portable routers.

—

Drawing is 1:1 scale

Order No. D_Cutting diameter 1_Cutting length R_Cutting radius
- inches mm inches inches
2-5/8 66,7 1-5/8 5/16
— D
spare parts: 791.046.00 3/4” bearing
990.058.00 1/8” screw

991.057.00 3/32" hex key
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CRNAT 983NsE Solid Surface Rounding Over Bowl Bits

22 ) 09 3

These bits roundover and trim the countertop edges after the bowl is mounted. Can be used with the CMT
880.551.11 bevel cutter for a flush cut-out between the countertop and installed undermount bowl.
For use on hand-held portable routers. Features a non-marring Delrin® bearing to protect the finished edges.

Special angled Delrin® sleeve on the bearing of the CMT bevel cutter lets you work without leaving marks on the
workpiece. Trims and shapes all wood and wood materials. Perfect for kitchen and bathroom counter top work.

866.602.11

866.601.11 R

R1/2" *._‘__\

R1/2" 1§ "

3/4”
152 15°
880.541.1 'y
Drawing is 1:1 scale D =
Order No. A_Cutting angle  D_Cutting diameter  T_Joint thickness I_Cutting length R_Cutting radius
347 R1/2” inches mm inches inches inches
15° 2 50,8 3/4 1 1/2
18° 15° 2 50,8 1 1-1/4 1/2
18° 2-1/8 54 3/4 1 1/2
spare parts: 791.041.00 3/4” bearing  990.058.00 1/8” screw 991.057.00 3/32” hex key

- Solid Surface Rounding Over Bowl Bit (Ogee Profile)

) (22) () €9 D) T

These bits roundover and trim the countertop edges after the bowl is mounted. Can be used with
the CMT 880.551.11 bevel cutter for a flush cut-out between the countertop and installed
undermount bowl. For use on hand-held portable routers. Features a non-marring Delrin® bearing
to protect the finished edges.

Drawing is 1:1 scale

R
D =
Order No. A_Cutting angle  D_Cutting diameter  T_Joint thickness I_Cutting length R_Cutting radius
inches mm inches inches inches
15° 2-1/8 54 3/4 1 1/4-1/2
spare parts: 791.041.00 3/4” bearing 990.058.00 1/8" screw 991.057.00 3/32” hex key

cmtusa.com 9



Solid Surface Bevel Bowl Bits CRINAT 2531¢"

) 2) )89 Q)

These bits are designed for undermount applications joining the countertops and sink bowls with a 10° beveled edge. Can
be used with the 880.541.11 and 880.542.11 for complete undermount applications. For use on hand-held routers.
Features a non-marring Delrin® bearing to protect the finished edges.

Special angled Delrin® sleeve on the bearing of the CMT bevel cutter lets you work without leaving marks on the workpiece.
Trims and shapes all wood and wood materials. Perfect for kitchen and bathroom
counter top work.

THtk i
150 100
S
866.501.11 880.551.11
Drawing is 1:1 scale
Order No. A_Cutting angle  D_Cutting diameter  I_Cutting length

inches mm inches

15° 1-1/4 31.7 7/8

10° 1-1/8 28.5 1

spare parts: 791.041.00 1/2” bearing
990.058.00 1/8” screw
991.057.00 3/32” hex key

oI|d Surface Bevel Bit

10

) 22)[re) 09

Edge profile bit designed to create a 15° bevel on solid surface countertops. Can also be used for European type topmount
installation with sinks and bowls. For use on hand-held portable routers.

15

Drawing is 1:1 scale

Order No. D_Cutting diameter  1_Cutting length A_Cutting angle
inches mm inches

15/16 23 1 15°

cmiusa.com



CRNAT 9550F Solid Surface No-Drip Bit with Bearing

G (z2) mu| @9 D) e

This bit is designed to create "no-drip" edges on kitchen and vanity counter tops in a single pass. For use
on hand-held portable routers. This one bit will cut both the outer and inner profiles creating a slightly raised
edge that controls spilled liquids. Features a non-marring Delrin® bearing to protect the finished edges.

Drawing is 1:1 scale

Order No. D_Cutting diameter 1_Cutting length  R_Cutting radius 11_Cutting length
inches mm inches inches inches l’

1 25.4 7/8 5/16 5/8
spare parts: 791.046.00 3/4” bearing 991.057.00 3/32" hex key
990.058.00 1/8" screw

o Solid Surface No-Drip Bit
) 22) re) @9 i

This bit is designed to create "no-drip" edges on kitchen and vanity counter tops. Designed for hand-held
portable routers on applications where a guide bearing can not be used. This one bit will cut both the outer
and inner profiles creating a slightly raised edge, controlling spilled liquids.

s D — =

R5/16"

5/8" / | | 1

I
Drawing is 1:1 scale
R/ RJ(/

- Db
Order No. D_Cutting diameter  1_Cutting length R_Cutting radius
inches mm inches inches
1 25.4 1/2 5/16

cmtusa.com 11



Solid Surface Drainboard Bits

) 22) r) €9

This bit is ideal for creating custom Drainboard patterns in solid surface countertops. For use on hand-held
portable routers.

R1/8’

1

5/8

Drawing is 1:1 scale

Order No. D_Cutting diameter  1_Cutting length R_Cutting radius

inches mm inches inches
5/8 15.87 1/2 1/8
1 25.4 1/2 1/8

Solld Surface Face - Inlay Bits

Rt

12

) 22) ) €9 O)

Add a decorative wood, plastic or metal inlay to solid surface countertops. Equipped with a non-marring Delrin®
bearing to protect the finished edges. For use on hand-held portable routers.

Standard
% 3/4”
o |
1/4”
[ [ [
3/16” Drawing is 1:1 scale 1/8” 1/16”
optional with optional with

bearing 791.045.00

Order No. D_Cutting diameter  1_Cutting length

bearing 791.046.00

H_Cutting depth

inches mm inches inches mm
7/8 22.2 1/4 3/16 4.76
7/8 22.2 1/2 3/16 4.76
7/8 22.2 3/4 3/16 4.76

cmiusa.com



DED

Order No. D_Cutting diameter  1_Cutting length L_Overall length  S_Shank diameter Z_No. of teeth

Right-hand inches mm inches inches mm
142.200.61 51/64 20 1-1/16 3-3/8 20x50 2+2 (6 DP+1 HW)
142.201.61 51/64 20 1-3/8 3-3/4 20x50 2+2 (8 DP+1 HW)
142.202.61 51/64 20 1-3/4 4-1/8 20x50 2+2 (10 DP+1 HW)
142.203.61 51/64 20 2-1/8 4-1/2 20x50 2+2 (12 DP+1 HW)

TECHNICAL DETAILS:

- Super strength steel

- DP cutting edge

- HW plunging tip for diagonal plunge-cutting (Z-axis tool entrance)
- Resharpenable cutter (max 3 times)

- Max feed speed 10 m/min

AppLicaTiON: to be used on all CNC routers for jointing, rabbeting, grooving, copying and dividing cuts of raw
material, melamine and laminated, MDF, HPL and veneered panels.

N
0P| z3][ RH|

Order No. D_Cutting diameter  1_Cutting length L_Overall length ~ S_Shank diameter Z_No. of teeth

Right-hand inches mm inches inches mm
143.220.61 7/8 22 1-3/16 3-35/64 25x50 3 (12 DP+1 HW)
[0143.221.61 7/8 22 1-3/8 3-3/4 25x50 3 (15 DP+1 HW)
143.222.61 7/8 22 1-9/16 3-15/64 25x50 3 (18 DP+1 HW)
[1143.223.61 7/8 22 1-3/4 4-9/64 25x50 3 (20 DP+1 HW)
143.224.61 7/8 22 2 4-5/16 25x50 3 (21 DP+1 HW)
0143.225.61 7/8 22 2-11/64 4-17/32 25x50 3 (24 DP+1 HW)
143.226.61 7/8 22 2-3/8 4-3/4 25x50 3 (27 DP+1 HW)
0143.227.61 7/8 22 2-9/16 4-59/64 25x50 3 (29 DP+1 HW)
0143.228.61 7/8 22 2-3/4 5-1/8 25x50 3 (30 DP+1 HW)

TECHNICAL DETAILS:

- Super strength steel

- DP cutting edge

- HW plunging tip for diagonal plunge-cutting (Z-axis tool entrance)
- Resharpenable cutter (max 6 times)

- Max feed speed 25 m/min

AppLicaTION: to be used on all CNC routers for jointing, rabbeting, grooving, copying and dividing cuts of raw
material, melamine and laminated, MDF, HPL and veneered panels.
High performance on pre-and finish-routing.

[ Available upon special order request.

cmtusa.com




Complete Set for Decorating and Engraving CINAT 2550¢E
o) 22 re) (2

This unique system includes a tool body with 22 profile knives designed for multiple applications on
your CNC routers. Ideal for MDF, laminates, veneers, plastic, wood and solid surface materials.

TECHNICAL DETAILS:
- Knives 20x20x2mm
- We recommend to re-sharpening the knives on the profiled cutting edges.

616.001 616.002 616.003 616.004 616.005
o o A\fﬁ o o

R9/64” R5/32"

T

&

616.006 @ 616,008
90°
R13/64" =
| R5/32" R1/8” ~~15/167\

5/32"

20

3-3/8

R1/8"

//
—
. )

|
L2532

616.009

o &

R9/64"

616.011 616.012 612513 @;l 61%15
L =

R5/32” Héf3/64” R5/32" [
L5332 5/32"

613517 61%18 616.019 616,020 616,021
N A\
R5/64">J R1 /8">.J
R/32" \ »
/ R13/64 R15/64 R19/64"

Drawing is 1:1 scale

R13/64’

J
\

Order No. )
20mm shank Set contains
616.000.01 Complete set for decorating and engraving

spare parts: 616.200 Body
990.077.00 Torx screw M3.5x7
991.061.00 Torx key T15

14 Remark: tool body and insert knives can be sold individually.
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Digital Angle Gauge

The digital angle gauge is a mini waterproof digital protractor that provides digital readings between +180°
with a resolution of 0.1° and auto shut off after 5 minutes. It is small enough to be carried around in a
pocket and the LED screen is convenient to read. It incorporates magnets in the base for adhesion to any
ferrous surface to accurately measure miter and bevel angles on miter saws, saw benches, etc.

TECHNICAL DETAILS: - range +180°;
- battery voltage/type 3V/L lithium; - resolution 0.1°.
-size 2"x 2" x 1-1/47;

e []

i

RS D — o

-\.{} A m — I [ -
cfh:»-r ﬁ.ﬁ - III'\S?‘;\
L=V

At e

=" . !

- :}‘-;: 'J.J||_-| L 2 Order No. Description
A Sy
M T~ 1 \-%" DAG-001 Digital Angle Gauge
i - el 4 -
) F] ‘--‘-"‘-\-\_\_H_\-H
- A -r '
.-"'--- E‘ L""\-\.

— = e =
— [ o (R T - |

E = 1 :

L = mr |
1 - i o
' ]

\ || "'"I I F
I Digital Angle Finder
This digital angle finder is a multi-functional tool for many measuring { H
applications. Easy to operate the base unit carries the electronics giving a very i
clear detailed LCD display as well as a pair of levelling vials and a pivoting
measuring arm. When the arm is extended the angle it makes with the base is 2 '\\
indicated clearly on digital read-out to the nearest 0.05°.The measuring range i ™
is 0 - 220°.The vials allow variations from the vertical and the horizontal to be 4

accurately measured. Other features include a lock function to prevent the last
measurement being lost, a low battery indicator and automatic shut off
function. The pivot arm has a built in ruler 0 - 12-5/8". Being robust but light

in weight this is a very well thought out tool with a lot of uses. Instructions L
included. .
Easy and simple to use; TECHNICAL DETAILS: -
. L

Calculates angles in seconds; -size 10" x 2" x 1";
Large detailed LCD display; - range £0-220°;

i ; i N - resolution 0.05°.
Robust, lightweight aluminium construction; Bl s Description

Measuring range of 0 - 220°.

DAF-001 Digital Angle Finder

. Metal moving blade
- on the front ‘ o—‘m
- Aluminium fixing blade Hols forlocking
S LCD display ‘l _' [ I
: v
Looking knob =
Analogue quadrant. %
showing

(Figh Resolution") T 00 i i »
Four holes for locking when measuring specifically Lock the moving blade at
[} 3V Cr2032 . N J
| 005 | Lithium battery angle; screw off the locking knob, the measuring any angle, make precise

range could reach 360°. drawing and cutting directly

cmtusa.com 15



ORDER NO. 03.60.3020

6 ‘64252 02549 H‘7

Router Bits

Cutter heads & knives Saw Blades

Solid Carbide & Chucks Dowel Drills Boring Bits

CMT USA, Inc.

7609 Bentley Road Suite D
Greensboro, NC 27409

phone 336.854.0201
toll-free 888.268.2487
fax 336.854.0903
free-fax 800.268.9778
e-mail info@cmtusa.com

web site www.cmtusa.com
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